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BOTANICAL NAME

CRATAEGUS LAEVIGATA 'PAUL'S SCARLET!

TILIA AMERICANA 'REDMOND!

BOTANICAL NAME

AMELANCHIER UTAHENSIS

CARAGANA ARBORESCENS 'PENDULA'

DONATED PLANT

CARYOPTERIS X CLANDONENSIS 'DARK KNIGHT!

MAHONIA AQUIFOLIUM ‘COMPACTA'

PINUS SYLVESTRIS 'HILLSIDE CREEPER'

RIBES AUREUM

BOTANICAL NAME

BOUTELOUA CURTIPENDULA
¥DONATED PLANT

BOUTELOUA GRACILIS
¥DONATED PLANT

HELICTOTRICHON SEMPERVIRENS

BOTANICAL NAME

AGASTACHE RUPESTRIS
AMSONIA JONESII
f¥DONATED PLANT

AQUILEGIA CAERULEA
f¥DONATED PLANT

ECHINACEA PURPUREA M™AGNUS'

ECHINACEA PURPUREA 'WHITE SWAN'

ERIGERON FLAGELLARIS

¥DONATED PLANT

ERIOGONUM JAMESI
¥DONATED PLANT

ERIOGONUM UMBELLATUM
¥DONATED PLANT

ERIOGONUM WYETHHII
¥DONATED PLANT

GAURA LINDHEIMERI
MACHAERANTHERA BIGELOVII
¥DONATED PLANT
OENOTHERA MACROCARPA

PENSTEMON EATONII

PENSTEMON GRANDIFLORUS
*DONATED PLANT

PENSTEMON HIRSUTUS 'PYGMAEUS'
*DONATED PLANT

PENSTEMON MONTANUS
*DONATED PLANT

PENSTEMON VIRGATUS
*DONATED PLANT

SALVIA NEMOROSA '™MAY NIGHT"
SPHAERALCEA MUNROANA

*DONATED PLANT

ZAUSCHNERIA CALIFORNICA LATIFOLIA

BOTANICAL NAME

3/4" MINUS (SMALL) FLAGSTONE CHIP

BARK MULCH
4" DEEP - MEDIUM COARSENESS

DRY CREEK BED (BIOSWALE)

FLANTING LEGEND

COMMON_NAME

ENGLISH HAWTHORN

REDMOND AMERICAN LINDEN

COMMON_NAME

UTAH SERVICEBERRY

WEEPING CARAGANA

BLUEBEARD

COMPACT OREGON GRAPE

HILLSIDE CREEPER SCOTCH PINE

GOLDEN CURRANT

COMMON_NAME

SIDE OATS GRAMA

BLUE GRAMA

BLUE OAT GRASS

COMMON_NAME

THREADLEAF GIANT HYSSOP

JONES' BLUESTAR

ROCKY MOUNTAIN COLUMBINE

MAGNUS PURPLE CONEFLOWER

WHITE CONEFLOWER

TRAILING FLEABANE

JAMES' BUCKWHEAT

SULFURFLOWER BUCKWHEAT

BASTARDSAGE

WHITE GAURA

SANTA FE ASTER

MISSOURI PRIMROSE

FIRECRACKER PENSTEMON

LARGE BEARDTONGUE

DWARF HAIRY PENSTEMON

MONTANA BEARDTONGUE

BLUE PENSTEMON

MAY NIGHT SAGE

MUNRO'S GLOBEMALLOW

CALIFORNIA FUCHSIA

COMMON NAME

VIA ASPHALT MATERIALS, INC. 801.561.423|

SHREDDED BARK MULCH

SEE DETAIL

@D

LANDSCAPE BOULDER TYP.

- ALL BOULDERS FOR BOULDER WALLS AND LANDSCAPE
BOULDERS TO BE PROVIDED BY U OF U GROUNDS. WHEN PLACING BOULDERS,

WHERE POSSIBLE, ORIENT TO PROVIDE FLATTER TOP TO ACCOMODATE INFORMAL

SEATING.

SEE SHEET LP-501 FOR PLANTING NOTES.
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NOTES

. INSTALL TREE PLUMB (D) 2" DIA. (ROUND) FIR POSTS;

C.3:D

2. FOR ALL FALL 2 PER TREE; ALL POSTS
PLANTING, WRAP SHALL BE PLUMB AND HAVE
BRANCH. - REMOVE GRADE. (SEE SPECS) (SEE NOTE) G.BROWN:DESIGN INC
THE FOLLOWING
SPRING. @ TREE TIE (SEE SPECS) @ BARK MULCH (SEE SPECS) @ MULCH SITE AND LANDSCAPE ARCHITECTS
@ SET ROOT FLARE FLUSH WITH (SEE NOTES ¢ SPECS) @ BOULDER, AS SPECIFIED 61SOaIIEtaital§§L(j:ti2yTﬁJTaphl 98‘451t06250
@ TOP OF ROOTBALL SHALL BE FINISH GRADE @ ROOT ZONE MIX +/—D4 p.801.575.6066 f801.575.6166
Al - _
I'-2" ABOVE FINISHED GRADE , (#) BERM TO FORM DEPRESSED (SEE SPECS) ‘ @ e A2 BASE wwwgbrowndesign.com
(4) ROOT FLARE SHALL BE j/ 3) ® 'ggﬁﬁwg EOAE'%X (4) UNDISTURBED SUBGRADE (95%)
EXPOSED; MULCH SHOULD NOT \ (SEE SPECS) (3 UNDISTURBED OR
]
BE WITHIN 47 OF TREE TRUNK N\ Q7 COMPACTED SUBGRADE m PREPARED FOR:
A g ) (&) UNDISTURBED SUBGRADE
(5) PLACE BALL ON UNDISTURBED (D 2) ‘
SUBSOIL. CUT WIRE BASKET — (@ PLANTING SOIL, AS
: /' NOTES: SPECIFIED
‘ AND REMOVE AND DISCARD : 2. : .
. ‘ BURLAP OR OTHER SOD Y - . PLACE BALL ON “EETTER (5) FILTER FABRIC
azt WRAPPING MATERIALS FOR l‘,‘\ UNDISTURBED SUBGRADE.
NN ANVZe REMOVE AND DISCARD
TOP 1/3 OF ROOTBALL. wes ® = (&) FINISHED GRADE TO BE
: S WRAPPING MATERIAL EXCEPT /-o' BELOW TOP OF
Z ®W N (5) EXCAVATE HOLE TO DIAMETER L UNDER BALL. vt
2 N 3X WIDER THAN ROOTBALL.
< N BACKFILL WITH PLANTING SOIL © 2. SETTLE PLANT BY FILLING NOTES B CONSULTANTS:
S MIX PLANTING PIT WITH WATER :
USING HOSE OR BUCKET. |. SEE SPECIFICATIONS
(7 MULCH, TYPE ¢ DEPTH AS AND MATERIALS
I SPECIFIED. 3 MULCH SHOULD NOT BE N SCHEDULE FOR BOULDER
z NOTES:
> 4. REMOVE WATERING BASIN -
= : (4) ' DIA. DEPRESSED WATERING PRIOR TO END OF IS'P?\ECITNELANTNG EGEND FOR X ®
T BASIN. MAINTAINANCE PERIOD. ' |
‘ ‘ MIN. 8“LMIN. 30"
EQ . EQ . EQ —
N
DECIDUOUS TREE STAKING SHRUB GROUNDCOVER/PERENNIAL ) BOULDER WALL LI &
A SCALE: NTS SECTION B SCALE: NTS SECTION C SCALE: 3/4" = I'-0" SECTION/PLAN SCALE: NTS SECTION D )
C =
(1) BACKFILL BEHIND BOULDER PLANTING NOTES 9 <C
J (2) PLACE BOULDER ON = =
Q v COMPACTED SUBGRADE 0 DR
> (3) ToPsoIL I. THE BASE INFORMATION FOR THIS DRAWING WAS OBTAINED FROM OTHERS. THE m .
(@) COMPACTED SUBGRADE CONTRACTOR 1S RESPONSIBLE FOR VERIFYING THE DRAWING WITH ACTUAL FIELD O >
CONDITIONS PRIOR TO BEGINNING ANY WORK AND IMMEDIATELY NOTIFYING THE —
NOTES: LANDSCAPE ARCHITECT OF ANY DISCREPANCIES. IN THE EVENT THAT THE — dp) |:
|. BOULDER LOCATIONS TO BE CONTRACTOR BEGINS WORK PRIOR TO VERIFYING AND COMPARING THE BASE < < O
APPROVED BY OWNER'S INFORMATION WITH ACTUAL FIELD CONDITIONS, THEN ANY CHANGES OR ALTERATIONS
AUTHORIZED TO THE WORK INVOLVED WITH THESE DRAWINGS DUE TO SUCH DISCREPANCIES WILL | Z LL] LL
\\@ REPRESENTATIVE. PERFORMED BY THE CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE OWNER. — o
2. BOULLDERS INDICATED TO BE
SITTING BOULDERS SHALL 2. THE CONTRACTOR 15 RESPONSIBLE FOR VERIFYING AND MARKING THE LOCATIONS OF —l M <
HAVE A NATURALLY FLAT ALL UTILITIES WITHIN THE LIMITS OF WORK PRIOR TO BEGINNING CONSTRUCTION. — O ]
TOP WITH ROUNDED CORNERS. CONTACT THE OWNER, BLUE STAKES OF UTAH, AND ALL OTHER ENTITIES AS O —
LANDSCAPE BOULDER NECESSARY. IN THE EVENT THE CONTRACTOR BEGINS CONSTRUCTION WORK PRIOR TC T —
VERIFYING AND STAKING ALL UTILITIES, AND DAMAGE TO UTILITIES OCCURS, THE al —
E SCALE. NTS —— DAMAGED UTILITIES WILL BE REPAIRED AND/OR REPLACED AT NO ADDITIONAL COST — <L
' TO THE OWNER. D) A8Nd))
3. REFER TO LEGENDS, NOTES, DETAILS, AND SPECIFICATIONS FOR FURTHER O
INFORMATION. LL e
(1) 4" THICK MIN. FLAGSTONE O
VARIES 2 (D FINISH GRADE OF PIECE TO BRIDGE DRY CREEK 4. ANT ALTERATIONS TO THESE DRAWINGS DURING CONSTRUCTION SHALL BE APPROVED LO
SEE PLAN, SURROUNDING PLANT BEDS , (1) FINISH GRADE BED. SIZE AS REQUIRED TO BY THE OWNER'S AUTHORIZED REPRESENTATIVE AND RECORDED ON 'AS BUILT' N~
FOR REFERENCE ™ ,, ,, 8" MIN SPAN DRY CREEK BED. DRAWINGS PER THE SPECIFICATIONS. D ™
@@ \ (2) BOULDERS AT CREEK EDGE -(3) @ 3" MIN. DEPTH OF 3/4 " CLEAR. ‘/—@ ‘/—@ (2) FLAGSTONE TO EXTEND
\ /7\\ [ 2"’ ) (SEE SPECS.) N ~ T FLAGSTONE CHIPS (SEE SPECS) , , MINIMUM 4" BEYOND EDGE OF 5. ALL PLANT MATERIAL SHALL CONFORM TO THE MINIMUM GUIDELINES ESTABLISHED B)
— ' (3 ToPsOIL (SEE SPECS.) X < (3) CONCRETE SIDEWALK (SEE v e DRY CREEK BED EACH SIDE. THE AMERICAN STANDARD FOR NURSERY STOCK PUBLISHED BY THE AMERICAN
(4) UNDISTURBED SUBGRADE N — DETAILS) N > (3) STONE DUST PATH (SEE NURSERY ASSOCIATION, INC..ALL PLANTS TO BE BALLED AND BURLAPPED OR B REVISIONS:
3 (B RVER COBBLE ¢ CRUSHED - @ COMPACTED UTBC (%5%) @ gg;ékc)ﬁp I CONTAINER GROWN, UNLESS OTHERWISE NOTED ON THE PLANT LIST.
! nO) STONE (SEE SPECS.) S—— | L0 (B) WEED CONTROL FABRIC (5) UNDISTURBED OR COMPACTED 6. QUANTITIES INDICATED IN THE PLANT SCHEDULE ARE FOR CONVENIENCE ONLY. THE
5 (6) WEED CONTROL FABRIC (SEE (6) COMPACTED SUBGRADE SUBGRADE CONTRACTOR 15 RESPONSIBLE TO VERIFY ALL QUANTITIES AND SHALL SUPPLY ALL
B SPECS.) OR PVC LINER (SEE @ ToPsolL (&) DRY CREEK BED/BIOSIWALE PLANT MATERIAL IN QUANTITIES SUFFICIENT TO COMPLETE THE PLANTING DESIGN
DETAIL N) (SEE DETAIL) SHOWN ON THE PLANS REGARDLESS OF QUANTITIES INDICATED IN THE PLANT
SCHEDULE.

DRY CREEK BED FLAGSTONE CHIFP PATHWNAY FLAGSTONE BRIDGE AT DRY CREEK BED 7. ANy PROPOSED SUBSTITUTIONS OF PLANT SPECIES SHALL BE MADE WITH PLANTS OF
EQUIVALENT OVERALL FORM, HEIGHT, BRANCHING HABIT, FLOWER, LEAF, COLOR,

= SCALE: NTS SECTION SCALE: NTS SECTION SCALE: NTS SECTION FRUIT AND CULTURE ONLY AS APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO
INSTALLATION.

8. ALL PLANTS SHALL BE APPROVED BY THE OWNER'S AUTHORIZED REPRESENTATIVE
ON-SITE PRIOR TO PLANTING.

9. THE CONTRACTOR SHALL STAKE LOCATIONS OF ALL PROPOSED PLANTING FOR
APPROVAL BY THE OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO THE
COMMENCEMENT OF PLANTING.

10. AMEND EXISTING SOIL WITH ORGANIC COMPOST AT A RATE OF 3 CY/I000 SF AND
TILLED INTO TOP 6" SOIL AS SPECIFIED.

ll. ALL PLANT BEDS AND TREE RINGS SHALL RECEIVE 4" DEEP MEDIUM COARSENESS
SHREDDED BARK MULCH.

12. ALL EXISTING TREES TO REMAIN SHALL BE PROPERLY PROTECTED DURING
CONSTRUCTION. PROTECTION TECHNIQUES SHALL BE REVIEWED AND APPROVED BY
THE UNIVERSITY AND LANDSCAPE ARCHITECT.

B SHEET TITLE:

PLANTING

DETAILS

m DATE: 02.27.2019
m DRAWN BY: MKW
m CHECKED BY: MKW
m JOB NO.: U18-019
m SHEET NO:

LP-501
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IRRIGATION SCHEDULE

SYMBOL MANUVEACTURER/MODEL /DESCRIPTION

" DRIP CONTROL VALVE ASSEMBLY
I" RAINBIRD PESB CONTROL VALVE, NETAFIM "
DFIOCO-140 DISC FILTER, AND RAINBIRD PSI-M40X-100
PRESSURE REGULATOR

@ NETAFIM TLSOV
MANUAL FLUSH VALVE

AREA TO RECEIVE DRIFPLINE

LOOP PLANTS AS DETAILED - NETAFIM TLCV-04-1& (18)
TECHLINE PRESSURE COMPENSATING LANDSCAFE
DRIPLINE WNITH CHECK VALVE. 0.46FPH EMITTERS AT
180" oC. ITMM.

SYMBOL MANUFACTURER/MODEL /DESCRIPTION

s POINT OF CONNECTION 2" (NOT SHOWN ON PLAN)

IRRIGATION LATERAL LINE: PVC SCHEDULE 40
| RRIGATION MAINLINE: PVC SCHEDULE 40

_——— — PIPE SLEEVE: PVC SCHEDULE 40
SLEEVE SHALL BE A MINIMUM OF TINICE THE NOMINAL
SIZE OF PIPE WITHIN. EXTEND SLEEVES 1& INCHES
BEYOND EDGES OF PAVING OR CONSTRUCTION

Valve Callout
Valve Number

/ # l\# &—— Valve Flow

#" L VA Valve Size

IRRIGATION GENERAL NOTES

l. COORDINATE IRRIGATION SYSTEM INSTALLATION WITH UNIVERSITY OF UTAH GROUNDS DEPARTMENT, (80I1)
581-5358. SOME IRRIGATION LINES AND VALVES INSIDE THE CONSTRUCTION LIMITS FEED LANDSCAPE AREAS
OUTSIDE THE CONSTRUCTION LIMITS.

2. BEFORE ANY TRENCHING, EXCAVATION OR DIGGING FOR ANY REASON, THE IRRIGATION CONTRACTOR
SHALL OBTAIN A "DIGGING PERMIT' FROM THE UNIVERSITY OF UTAH. REQUESTS FOR DIGGING PERMITS MUST
BE RECEIVED FIVE (5) WORKING DAYS BEFORE DIGGING BEGINS.

3. THE BASE INFORMATION FOR THIS DRAWING WAS OBTAINED FROM OTHERS. THE CONTRACTOR IS
RESPONSIBLE FOR VERIFYING THE DRAWING WITH ACTUAL FIELD CONDITIONS PRIOR TO BEGINNING ANY WORK
AND IMMEDIATELY NOTIFYING THE LANDSCAPE ARCHITECT OF ANY DISCREPANCIES. IN THE EVENT THAT THE
CONTRACTOR BEGINS WORK PRIOR TO VERIFYING AND COMPARING THE BASE INFORMATION WITH ACTUAL FIELD
CONDITIONS, THEN ANY CHANGES OR ALTERATIONS TO THE WORK INVOLVED WITH THESE DRAWINGS DUE TO
SUCH DISCREPANCIES WILL BE PERFORMED BY THE CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE OWNER.

4. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND MARKING THE LOCATIONS OF ALL UTILITIES WITHIN
THE LIMITS OF WORK PRIOR TO BEGINNING CONSTRUCTION. CONTACT THE OWNER, BLUE STAKES OF UTAH AT 8l
OR 1-800-662-411l, AND ALL OTHER ENTITIES AS NECESSARY. IN THE EVENT THE CONTRACTOR BEGINS
CONSTRUCTION WORK PRIOR TO VERIFYING AND STAKING ALL UTILITIES, AND DAMAGE TO UTILITIES OCCURS,
THE DAMAGED UTILITIES WILL BE REPAIRED AND/OR REPLACED AT NO ADDITIONAL COST TO THE OWNER.

5. REFER TO LEGENDS, NOTES, DETAILS, AND SPECIFICATIONS FOR FURTHER INFORMATION.

6. COORDINATE LAYOUT OF THE IRRIGATION SYSTEM WITH OTHER TRADES SO THAT CONSTRUCTION CAN
CONTINUE IN A NORMAL SEQUENCE OF EVENTS AND SO THAT WORK OF OTHER TRADES IS NOT DISTURBED ONCE
PLACED IN THE FIELD. IN THE EVENT THE CONTRACTOR FAILS TO COORDINATE CONSTRUCTION BETWEEN
TRADES AND BY DOING SO, THE CONTRACTOR DAMAGES, DISPLACES OR OTHERWISE CAUSES OTHER TRADES
WORK TO BE REINSTALLED, THE CONTRACTOR SHALL BE RESPONSIBLE FOR SUCH REPLACEMENT AND/OR
RE-INSTALLATION AT NO ADDITIONAL COST TO THE OWNER.

7.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION LAYOUT OF THE IRRIGATION SYSTEM IN
ACCORDANCE WITH THE DRAWINGS AND SPECIFICATIONS TO PROVIDE HEAD TO HEAD AND EMITTER TO EMITTER
SPACING AS SHOWN ON THE PLANS, DETAILS AND SPECIFICATIONS. THE LAYOUT MAY ONLY BE MODIFIED AS
APPROVED BY THE LANDSCAPE ARCHITECT TO OBTAIN COVERAGE TO SUIT THE MANUFACTURERS STANDARD
HEADS INDICATED. ANY SUCH APPROVAL BY THE LANDSCAPE ARCHITECT SHALL OCCUR PRIOR TO ACTUAL
PLACEMENT OF THE HEADS IN THE FIELD AND SHALL BE RECORDED ON "AS BUILT" DRAWINGS PER THE
SPECIFICATIONS.

8.  ALL INSTALLATIONS OR MODIFICATION TO THE IRRIGATION SYSTEM WILL NOT EXCEED THE DESIGN SUPPLY
CAPACITY.

A.  MAXIMUM WATER VELOCITY THROUGH IRRIGATION PIPE HAS BEEN DESIGNED NOT TO EXCEED 5.0 PER
SECOND AND SHALL IN NO CASE BE GREATER THAN 7.5 FEET PER SECOND.

0.  PROTECT AND MAINTAIN THE EXISTING IRRIGATION CONTROLLER, GROUND RODS AND EQUIPMENT.

Il.  THE IRRIGATION DESIGN IS DIAGRAMMATIC. IT IS THE CONTRACTOR'S RESPONSIBILITY TO FAMILIARIZE
HIMSELF WITH THE SITE AND TO LOCATE ALL IRRIGATION EQUIPMENT OTHER THAN SPRAY HEADS, ROTORS,
EMITTERS AND IN-LINE EMITTERS IN THE CLOSEST LANDSCAPE AREA TO WHERE THE SYMBOL FOR THAT
EQUIPMENT HAS BEEN SHOWN ON THE PLANS IN THE SAME SEQUENCE AS SHOAWN ON THE PLANS.

12. THE CONTRACTOR SHALL PROVIDE ALL LABOR, PARTS AND MATERIALS REQUIRED TO COMPLETE THE
IRRIGATION SYSTEM IN ACCORDANCE WITH THE PLANS, DETAILS, AND SPECIFICATIONS.

3. THE IRRIGATION CONTRACTOR SHALL FLUSH AND ADJUST ALL THROTTLE CONTROLS ON ALL SPRINKLER
HEADS AND ADJUST VALVES FOR OPTIMUM COVERAGE WITH MINIMAL OVER SPRAY ONTO WALKS, STREETS,
WALLS, ETC.

l4.  INTERRUPTION OF IRRIGATION WATERING IS LIKELY TO OCCUR DUE TO OTHER CONSTRUCTION ACTIVITIES
AND WORK ON THE IRRIGATION SYSTEM. ALL EXISTING PLANT MATERIAL TO REMAIN SHALL BE PROPERLY
PROTECTED AND CARED FOR THROUGHOUT CONSTRUCTION. CONTRACTOR SHALL HAND WATER PLANTS AS
REQUIRED. ANY DAMAGE TO PLANT MATERIAL THAT OCCURS DUE TO THIS CONSTRUCTION OR LACK OF WATER
DURING CONSTRUCTION SHALL BE REPAIRED TO THE PRE-CONSTRUCTION CONDITION AT THE EXPENSE OF THE
CONTRACTOR.

5. SEE SPECIFICATION SECTION 328400-IRRIGATION FOR ADDITIONAL INFORMATION.

6. PATCH AND REPAIR AREAS ARE APPROXIMATE ONLY. CONTRACTOR RESPONSIBLE TO REPAIR ALL AREAS
DISTURBED BY CONSTRUCTION ACTIVITY.

I7.  SLIGHT MODIFICATIONS TO THE LINES AS THEY ARE SHOWN ON PLANS MAY BE REQUIRED DUE TO EXISTING
TREES ON THE SITE. CONTRACTOR TO HAND TRENCH UNDER EXISTING TREE DRIP LINES TO AVOID ROOTS AND
MINIMIZE ROOT DAMAGE. IF DAMAGE TO TREE ROOTS CANNOT BE AVOIDED, ROOTS SHALL BE PROPERLY
PRUNED WITH CLEAN CUTS AND THE APPROPRIATE TOOLS.
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INSULATOR TUBE COVER.

NOTE: SOLDER ALL
WIRE CONNECTIONS

M DBR/Y DIRECT BURY SPLICE KIT

H

SCALE: NTS

SECTION

(1) FINISHED GRADE
N MAI \ (2) HARDSCAPE SURFACE
O SO A e T E HNE (@) PROVIDE 24" EXPANSION LoOP
@@ @ O @ AT EACH WIRE CONNECTOR IN (3 CLEAN BACKFILL - REFER TO
(2) DRIP CONTROL VALVE BOX. SPECS.
ASSEMBLY (CONTROL VALVE, (B) 90% COMPACTED SUB-GRADE (4) LATERAL LINE
| FILTER, AND PRESSURE o
A1 REGULATOR) BRICK FOUNDATION "O’ (® MAIN LINE
@
N (® scH 0 UNION ® o @ CONTROL WIRES
o BRASS BALL VALVE (LINE ©
g (4) INLINE FILTER (SEE SPECS.) ot (3) BACKFILL WITH 6* OF SAND
U m o) (5) INLINE PRESSURE REGULATOR BEDDING BELOW, ABOVE AND
1 NOTES: TO THE SIDE OF THE MAIN
— _L VALVE (SEE SPECS.) ¢ D 5" OF SAN
—/ = — . ALL FITTINGS AND NIPPLES LINE PIPE AND 3% OF SAND
= || (&) INSTALL BOX AT FINISH BEDDING BELOW, ABOVE AND
— — IN MANIFOLD SHALL BE SCH.
xR GRADE (TOP OF MULCH OR 80 THREADED PVC USING TO THE SIDE OF LATERAL
TURF) TEFLON TAPE. LINE PIPE.
I ] 1]
2 D @ & NN DEPTH- I" HASHED 5 vaLvE MANIFOLD TO BE
INSTALLED GOING AWAY MAIN LINE
NG CARSON BROOKS VALVE BOX FROM MAIN LINE. MINIMUM
WITH BOLT DOWN LID. SIZE OF | FOOT BEFORE CHANGE
AS NECESSARY TO CONTAIN
|N DlRECTlON 2 S A AN A0 g NP A e v s A DA A Ly WM \BA AL
VALVE, FILTER, AND N ‘ O\ ‘
/[\ PRESSURE REGULATOR IN 3. LOCATE ALL VALVE BOXES IN a ©
(@) IRRIGATION LATERAL LINE OTHERWISE INDICATED. KEEP = / NOTE:
SZE AS PER PLANS ! ALL VALVE BOXES 3' FROM . ATTACH CONTROL WIRES TO
Ve Serl 80 NIPPLE: LENGTH HARDSCAPE EITHER SIDE OF MAIN LINE
® AS REQUIRED (TYP.) 4. KEEP ALL BOXES 3' FROM pITH DUCT TAPE AT 15 FEET
3 ® @ HARDSCAPE T
() WATER TIGHT CONNECTORS 2. FOR WIDTHS BETWEEN
(3M DBR/Y ONLY) TRENCHES REFER TO SPECS.
LATERAL LINE
A SCALE: NTS SECTION B SCALE: NTS SECTION
@ DR TUBNG (D RoOT BALL
IP TUBI
(2) TREE CENTER
(@) MULCH, AS SPECIFIED | (3) EMITTER TUBING
T @ (® THREADED MALE DRIP (4) BLANK TUBING BETWEEN
2 | e TUBING ADAPTER 2 TREES OR FROM PVC
N / (@ scH 40 PVC TEE NOTE:
[ [ ALL 10gal PLANTS ¢ 7-8'
N CLUMP DECIDUOUS TREES TO
| / i | (B) SCH 40 PVC PIPE. “z RECEIVE 24' RADIUS LOOPS.
< §'LZEN$5 NOTED ON THE 2' CAL. DECIDUOUS TREES ¢
I ' 8' TALL EVERGREEN TREES
[}
\@ (&) COMPATIBLE DRIP TUBING TO RECEIVE 36" RADIUS
FITTING LOOPS.
@ 2 WRE STAKES 2. 0. ITAX. EXISTING TREES WITH A
-y TUBING 3 CANOPY GREATER THAN 12"
(1) SHRUB CENTER TYP. (&) DRIP TUBING CONNECTION DIA.
BLANK TUBING (@ SHRUB TYP. (SEE DETAIL) %,
(® ROOT BALL EDGE @) PVC LATERAL IRRIGATION -
3 (4) BLANK TUBING BETWEEN LINE aC
SHRUBS OR FROM PVC
NOTES:
DRIP TUBING SHALL NOT BE NOTE:
4 PLACED ON THE SURFACE. ® ENTTER TUBING NO RUN OF INLINE EMITTER
J IT SHALL BE PLACED 2" I\Elggll-:I:SHRUB 0 HAVE 2 TUBING SHALL EXCEED 300
BELOW GRADE AS DETAILED.
NO EXCEPTIONS. SIDES MINIMUM WITH DRIP
—®) TUBING 9" FROM CENTER OF
PLANT. I
D SCALE: NTS SECTION E SCALE: NTS PLAN F SCALE: NTS PLAN
7 STRIP WIRES AND APPLY
PERFORMANCE PLUS WIRE
CONNECTOR R/Y+ ELECTRICAL
CONNECTOR IN' A CLOCKWISE
: DIRECTION.
gy i § NI
(2) INSERT SPLICE TO BOTTOM
OF GEL FILLED TUBE.
N VISUALLY CHECK TO MAKE
SURE CONNECTOR HAS BEEN
| PUSHED PAST THE LOCKING
FINGERS AND IS SEATED ON
THE BOTTOM OF THE TUBE.
M (3) POSITION WIRES IN WIRE
CHANNELS AND CLOSE

©) )
| ]
©) V.77 %
@ ®
©
z @/_@
2" MIN. 7 ¢ 2" MIN.
6" MIN.

SLEEVING DETAIL

0]

@
®

@

®

PROPOSED HARDSCAPE
SURFACE

WIDTH AS REQUIRED,
SEE SPECS.

VARIES AS PER HARDSCAPE
SURFACE

DEPTH AS REQUIRED TO
MATCH MAIN LINE (18"-30")
OR LATERAL LINE (8"-12") OR
CONTROL WIRES (24'-30")

BACKFILL COMPACTED AT 95%.
REFER TO SPECS.

CONTROL WIRES 6" TO EITHER
SIDE IN 1-1/4" GRAY
ELECTRICAL CONDUIT.

MAIN LINE or LATERAL IN
SLEEVE

NOTES:
I. ALL SLEEVES SHALL BE
SCHEDULE 40 PVC.

3. ALL SLEEVES SHALL BE
A MINIMUM OF 4" AND TWICE
THE NOMINAL SIZE OF THE
PIPE WITHIN.

SCALE: NTS

LINE FLUSHING VALVE

® © OO0

SECTION

BLANK TUBING TYP.
TEE 12" X 18" VALVE
BOX (INSTALL PER SPECS)

SHUT-OFF VALVE (NETAFIM
#TSLOV)

3" GRAVEL SUMP (FILLING 10"
WIDE X 24" DEEP HOLE) WITH
FILTER FABRIC ON TOP AND
SIDES.

BRICK FOUNDATION OR
PRESSURE TREATED WOOD
FRAME

SCALE: NTS

PLAN
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